
	6 Durability due to stainless steel filter 
inserts, no moving parts

	6 Low maintenance and self-cleaning

	6 Available for any area size

	6 No height offset between inlet and outlet

	6 High utilization rate of usually 100 % 
collection
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	6 Filter monitoring
	6 Connectable roof area larger than 10.000 

m² possible
	6 Active self-cleaning of the filter for maxi-

mum freedom from maintenance
	6 Special shape for special installation 

conditions

	- Industrial processes
	- Cleaning (e.g. vehicle washing)
	- Cooling (e.g. adiabatic)
	- WC flushing
	- Green space irrigation

Special version

Description Application fields
The patented ARIS LUPO filter system was special-
ly developed for rainwater utilization. The highly 
efficient cleaning process of the ARIS LUPO guaran-
tees optimum water quality in the tank. Precious, 
hygienic, soft rainwater for numerous industrial and 
commercial applications, but also for washing ma-
chines, toilets and green space irrigation. Inlet and 
outlet of the filter system are arranged in such a 
way that no additional height offset is required and 
thus installation is also possible, e.g. for retrofitting.

name
[m²/DN]

design flow rate 
[l/s]

max. collecting 
power [l/s]

length 
[mm]

width 
[mm]

hight 
[mm]

inlet calmer

ARIS LUPO 200/100 6 10 590 590 600 1 x DN 100

ARIS LUPO 1.000/150 30 60 570 470 640 2 x DN 100

ARIS LUPO 1.000/200 30 60 570 470 640 2 x DN 100

ARIS LUPO 2.000/200 60 120 720 500 580 3 x DN 100

ARIS LUPO 2.000/250 60 120 720 500 580 3 x DN 100

ARIS LUPO 4.000/300 120 240 1.270 700 920 3 x DN 150

ARIS LUPO 6.000/400 180 360 1.820 920 1.050 4 x DN 150

ARIS LUPO 8.000/400 240 480 2.370 920 1.050 5 x DN 150

ARIS LUPO 10.000/500 300 600 2.920 1.020 1.190 6 x DN 150

larger than 10.000/500 object specific
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Operating principle
Coarse dirt is retained on the 
filter screen until it cleans its-
elf. The design and gap width 
of the screen enable a high 
water yield of almost 100%.

In the second filter stage, 
rainwater flows through a 
vertical fine screen. Here, 
fine particles are minerali-
zed and sedimented, neu-
tralizing pollutants in the 
process.

Opening (LUPO window) in the 
inlet pipe, is closed by rising 
water level when the cistern 
is full. An air cushion forms in 
the filter (LUPO effect), which 
blocks further inflow.

The water level in the filter 
rises, due to the LUPO ef-
fect the supply line to the 
cistern is blocked. The flo-
ating layer is washed into 
the canal. The filter screen 
is cleaned automatically.
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